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Date of receipt: 10/11/2020
Starting date: 09/12/2020
. Date of completion: 19/01/2021
Date of translation: 27/01/2021
Client: AKABA, S.A.
Contact person: ARKAITZ ARZELUS
Address: ATALLU KALEA, 14-16
20170 USURBIL (GIPUZKOA) SPAIN
Reference: USOA O
Characteristics:  Non domestic use table of (1800x900)mm )
Standard: EN 15372:2016 (Level 2)
Tests Standard/section Test Parameters RESULT
EN
Safety Requirements 15372:2016:2016, --- SATISFACTORY
sec.5
Stability under vertical load for } .
tables of height equal or less UNE SEe';l 177202'2013 Vertical load applied (N): 400 SATISFACTORY
than 950mm T
Force applied (N): 400"
Horizontal static load UNE-EN 1730:2013 SATISFACTORY
sec.6.2 No. of cycles: 10
; ; Force applied (N): 1250
Vertical static load on the UNE-EN 1730:2013 pplied (N) SATISFACTORY
main surface sec.6.3.1 No. of cycles: 10
i ; ; Force applied (N): 1000
Additional vertical static load .
NE-EN 1730:201
of tables whose main surface v sec.6 g g 013 SATISFACTORY
has a length > 1600mm o No. of cycles: 10
) . Force applied (N): 300
UNE-EN 1730:2013
Horizontal fatigue SATISFACTORY
9 sec.6.4.1and 6.4.2 | No_ of cycles: 15.000
Vertical durability for i ) Force applied (N): 300
cantilever and tables with UNE ES':; 2:350'201 3 SATISFACTORY
} . Drop height (mm): 180
UNE-EN 1730:2013
Vertical impact test SATISFACTORY
eatimp apt.6.6.1y6.6.3 | No. of cycles: 10
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Standard/section Test Parameters RESULT

Force required to raise
the table (N):
Drop test for tables of UNE-EN 1730:2013 Brop he (h) .
more than 20 kg weight sec. 6.9 rop height (mm):
No. of cycles: 6
1 The forces applied range from 350N in the longitudinal sides to 400N in the short sides

190
100| SATISFACTORY

) o
Firmado lgitalme te'por:
OIHA LAZAOLA'ERESNO

Fecha y hera:27.01.2021
tecnalia)' rpiing H

Oihana Plazaola
Technical manager

*In case of a lawsuit, the original Spanish report shall be taken as reference.

*The results obtained in these tests only refer to the sample(s) analysed at this centre on the date shown, and do not involve a sample referring to
production quality. i}

*This report will not be able to be reproduced partially without the authorization of FUNDACION TECNALIA R&l

(*) Information provided by the client. Tecnalia accepts no responsibility for the information provided by the client.
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